


The following information is a general description of the project.  Please see the 
Individual Space Specifications for more details on each available space.
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STANDARD BUILDING SPECIFICATIONS
26700 Brookpark Rd. Extension

PARKING & DRIVES
• Automobile Parking: asphalt
• Landscaping: all open areas have grass lawns and shubbery
	 surrounding the building

UTILITIES
•	 Electric: The Illuminating Company (600 amps, 120/208 volts, 

3-phase, 4 wire)
•	 Gas: Dominion East Ohio
•	 Telephone: At&t
•	 Water: City of Cleveland (12” line)
•	 Sanitary & Storm Sewer: City of Cleveland (4” line)
•	 Sewer:  Lake County Department of Utilities

LOCATION & ACCESS
• 1.351 acre site fronting onto Brookpark Road Extension,
	 north of Lorain Road, east of Dover Center Road and
	 west of Great Northern Blvd., in North Olmsted, Ohio
• 1/4 mile from Great Northern Mall
• 4 miles from Cleveland Hopkins Airport
• 15 miles from Downtown Cleveland
• Access at I-480 (Great Northern Blvd. Exit)

PROPERTY DATA
• Initial Construction	 (1981)	 10,000 SF
• Expansion	 (1984)	 7,548 SF
• Total Project		  17,548 SF

EAVE HEIGHT
• Exterior - 14’ 8”

ROOF
• Single ply rubber roof
• Insulated (R = 15)

FLOOR
• 4” reinforced concrete

EXTERIOR WALLS
• Modern design using dryvit and rough sawn wood
• Insulated (R = 12)

HVAC
•	 Natural gas, rooftop mounted units; 50-tons
•	 Office: gas-fired furnace with electric air conditioner 

(Heating 68°F temperature difference ar 0°F outside; Air 
Conditioning 15°F temperature difference at 90°F outside)

OFFICE AREAS
•	 Partitions: 5/8” drywall on 3-5/8” metal studs
•	 Ceiling: 2’ x 4’ acoustical tile on suspended T-grid system
•	 Floor: commercial grade carpeting or vinyl tile (V.C.T.)
•	 Entrance Doors: glass with aluminum tubular frames
•	 Interior Doors: 1-3/8” flush birch on hollow metal doors with 

hardware
•	 Paint: two coats of Latex paint on drywall; enamel on
	 door frames
•	 Plumbing: surface mounted water closets and lavatories
•	 Lighting: fluorescent fixtures (2’ x 4’)

The information containerd herein is from sources deemed reliable, 
but no warranty or representation is made to the accuracy hereof.








